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Art nr: RH-340-EX
Brushed Brass Stainless steel

EAN nr:
7350051951466

-Kitchen taps
-Soft PEX® hoses
-Cut-out dimension 35 mm
-Swivel range 360° and 150°
-Ceramic cartridge
-The brass does not oxidize
-Pull down hose 
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Technical specification

Application area: Tap water, 
Pressure certified: 16 bar EN 817
The product meets the requirements of: NS-EN ISO/IEC 17065
Working pressure: 50 - 1000 kPa
Test pressure max 1600 kPa
Hot water connection: max. 80 ° C
Sound class: 1

ITALIANO 

Regolazione dell’anello 
limitatore di temperatura 

• Alla consegna l’anello limitatore di 
temperatura si trova posizione 
neutrale (centrale). 

• L’anello può essere girato per 
ragioni di risparmio o per evitare di 
scottarsi. In questo caso la 
sporgenza dell’anello si scontra con 
il limitatore prima di aver aperto 
completamente l’acqua calda con la 
leva del rubinetto. 

• La regolazione dell’anello avviene 
nel modo seguente (vedi disegno 
allegato): 

1. Si toglie l’anello dalla 
cartuccia. 

2. Si gira in direzzione della 
lancetta dell’orologio fino 
alla posizione desiderata. 

3. Si rimette sulla cartuccia. 

• La portata massima dell’acqua 
uscente può essere regolata con la 
vite di regolazione che si trova nella 
leva della cartuccia. 

DEUTSCH 

Einstellung des 
Heisswasserbegrenzungsringes 

• Bei der Auslieferung ist der 
Heisswasserbegrenzungsring in 
neutraler Position (Mittelstellung). 

• Der Ring ist drehbar um 
warmwasser zu sparen bzw. um 
eine Verbrühung zu vermeiden. In 
diesem Fall wird der drehbare Teil 
der Kartusche, auf welchem sich 
der HWS-Ring befindet, durch den 
Anschlag am Ring bzw. am 
Gahäuse blockiert, bevor die 
endgültige Heisswasser-erstellung 
erreicht wird. 

• Die Einstellung des Ringes (siehe 
beiliegende Abbildung): 

1. Den Ring von der Kartusche 
Abziehen. 

2. Im Uhrzeigersinn bis zu der 
gewünschten Stellung 
drehen. 

3. Den Ring auf die Kartusche 
zurücksetzen. 

• Die maximale 
Wasserauslaufsmenge kann mit der 
Mengenbegrenzungsschraube im 
Kartuschenhebel eingestellt werden. 

ENGLISH 

Adjustment of the 
hot limit ring 

• When the cartridge is supplied the 
hot limit ring is in the middle 
position. 

• To save hot water and to avoid 
scald the ring can be turned. In this 
case the pin of the ring is bumped 
against the stop around the 
cartridge, before we can reach the 
full hot water position by turning 
the handle of the faucet. 

• The adjustment of the ring is as 
follows (see the attached drawing): 

1. The hot limit ring must be 
removed from the cartridge. 

2. The ring must be turned 
clockwise up to the 
requested point. 

3. The ring must be re-
positioned onto the cartridge. 

• Maximum flow rate can be adjusted 
by a grub screw lokated in the lever. 
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Cartridge: 

Kerox 35 mm
Endurance test: EN 817   70 000 cycles
ASME A 112.18.1M  500 000 cycles
Pressure test:
Pneumatic:    6 bar / 87 psi
Hydraulic:    35 bar / 500 psi

Soft PEX® connections approved with DWGW
Length of connecting hose: 500mm
Type approved according to Sintef nr: PS 3552
The product meets the requirements of: NS-EN ISO/IEC 17065
Issued: 09.05.2019 Valid until: 01.06.2024
www.sintefcertification.no
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